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Code	   Insulation class Colour temperature IP degree ta	  

cod 0.xB0yK II 

2700 K = HW 
3000 K = HQ 
3000 K = WW 
4000 K = NN 

IP20 25 °C 

LEGEND 

B = version rectangular x Type of projectors 
F = version square 

 
R = 2x13 W 350 mA 39 V  
J = 2x22 W 600 mA 39 V  
V = 2x30 W 850 mA 39 V  
K = 2x38 W 800 mA 51 V  
T = 4x13 W 350 mA 39 V  

W = 4x22 W 600 mA 39 V  
Z = 4x30 W 850 mA 39 V  

y Type of rating 

X = 4x38 W 800 mA 51 V  
A = with optical reflector cod 0.35049.0000 satin very narrow beams 
B = with optical reflector cod 0.35050.0000 very narrow beams 
C = with optical reflector cod 0.35051.0000 narrow beams 
D = with optical reflector cod 0.35052.0000 medium beams 
E = with optical reflector cod 0.35053.0000 wide beams 
F = with optical reflector cod 0.35054.0000 Mira 
G = with optical reflector cod 0.35055.0000 wide beams 
H = with optical reflector cod 0.35059.0000 Wall Washer beams 
N = with optical reflector cod 0.35169.0000 narrow beams 
P = with optical reflector cod 0.35170.0000 narrow beams 
Q = with optical reflector cod 0.35171.0000 medium beams 
R = with optical reflector cod 0.35172.0000 medium beams 
S = with optical reflector cod 0.35173.0000 wide beams 
T = with optical reflector cod 0.35174.0000 wide beams 
U = with optical reflector cod 0.35175.0000 Mira 

 Accessories 

K = without optical reflector 
 
 
 
 


