
A light that 
makes a 
space 

Yori Linear
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Yori Linear
EN Yori linear comes with fi ve diff erent diff users and a variety of lengths to 
provide you with endless lighting possibilities. The track mounting is ideal to 
integrate with the profi le of the Yori projector. Together with the surface or 
pendant the Yori Linear can be used for single and continuous lines of light.

IT

I 5 diff usori e le diverse lunghezze disponibili fanno di Yori Linear l’apparecchio ideale per creare infi nite soluzioni illuminotecniche. La 
versione a binario si integra perfettamente con il profi lo del proiettore Yori. Le versioni da superfi cie e a sospensione di Yori Linear 
consentono un’installazione a moduli singoli o in linea continua.
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Recessed Track

Finishes:

Embossed 
matt white

12

Embossed 
matt black

31
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Surface Pendant
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EN

The surface-mounted and pendant versions 
include a base for suspended or ceiling 
installation, and it integrates perfectly with 
the profi le of Yori Linear. The base is also made 
from die-cast aluminium and has a cable lead-
through groove. The base is attached to the 
luminaire by means of a practical magnetic and 
mechanical system. Handy brackets connect 
the pendant Yori Linear modules for continuous 
line installation.

IT

Le versioni a superfi cie e a sospensione 
prevedono una base, da sospendere o da 
installare a soffi  tto, che si integra perfettamente 
con il profi lo di Yori Linear. La base, anch’essa 
in alluminio pressofuso, ha una cavità per il 
passaggio cavi e, un pratico sistema magnetico 
e meccanico, permette il fi ssaggio della base 
al corpo dell’apparecchio. Nella versione a 
sospensione, comode staff e di collegamento 
tra i moduli consentono l’applicazione in linea 
continua. 

EN

Recessed Yori Linear features an elegant, 
minimal design with a bezel of only 4 mm. The 60 
mm high die-cast aluminium body incorporates 
the driver, making the luminaire compact 
and suitable for installation in confi ned false 
ceiling spaces. This version is only available for 
installation as a single projector.

IT

La versione da incasso è caratterizzata da una 
linea elegante e minimale con una fl angia di soli 
4mm. Il corpo in alluminio pressofuso di 60mm 
di altezza include il driver e rende l’apparecchio 
compatto e adatto per installazioni dove lo 
spazio all’interno del controsoffi  tto risulta 
ridotto. La variante da incasso è disponibile solo 
nella variante a moduli singoli

60
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Single

460 mm

13W
1430-1980 lm / L70 50,000h
2700K, 3000K , 4000K / SDCM < 3
CRI>80, CRI>90
Lumen delivered up to 1515 lm
Effi  cacy up to 100 lm/w
Single: IP40 (track version: IP20)
On/Off , Dali (track version: On/Off )
Continuous line: IP20
On/Off , Dali* 

920 mm

26W
2760-3815 lm / L70 50.000h
2700K, 3000K , 4000K / SDCM < 3
CRI>80, CRI>90
Lumen delivered up to 2920 lm
Effi  cacy up to 100 lm/w
Single: IP40 (track version: IP20)
On/Off , Dali (track version: On/Off )
Continuous line: IP20
On/Off , Dali* 

1380 mm

38W
4315-5785 lm / L70 50.000h
2700K, 3000K , 4000K / SDCM < 3
CRI>80, CRI>90
Lumen delivered up to 4185 lm
Effi  cacy up to 100 lm/w
Single: IP40 (track version: IP20)
On/Off , Dali (track version: On/Off )
Continuous line: IP20
On/Off , Dali* 

460 / 920 / 1380 + 3 (end caps)

460 / 920 / 1380460 / 920 / 1380460 / 920 / 1380

Continuous line

* Available from November 2017 / Disponibilità da Novembre 2017 
- The recessed version is only available for installation as single module. / La versione da incasso è disponibile solo nella variante a moduli singoli.
- For more information and photometric data visit reggiani.net. / Per maggiori informazioni e i dati fotometrici visitare reggiani.net.
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EN

Elegant, practical continuous line 
installation for up to 34 m or 25 

modules provided by the diff erent 
length fi xtures fi tted with 

plug-and-socket connectors

IT

Elegante e funzionale installazione in 
linea continua fi no a 34mt o 25 moduli 

grazie agli apparecchi di diff erenti 
lunghezze provvisti di connettori 

maschio-femmina.
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Diff users

EN 

Five diff users available: U-shape, 
opal, ribbed, prismatic, anti-glare 
louver

IT 

Cinque diff usori disponibili: 
opale U-shape, opale, millerighe, 
prismatico, griglia antiabagliante
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Opal U-shape
Direct / indirect light

Anti-glare louver
UGR < 19

Prismatic
Trasmittance T up to 80%

Ribbed
Effi  cacy up to 100 lm/w
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Opal
Trasmittance T up to 84%
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EN

Streamlined track-mounted Yori 
Linear for perfect integration with 
Yori projector

IT

Versione da binario dal design 
minimale perfettamente integrabile 
con Yori proiettore
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Finishes:
Finiture:

Embossed
matt white

12

Embossed
matt black

31

Versions:
Versioni:

Recessed Track Surface Pendant

Product range:
Gamma di 
prodotto:

       460 mm

       920 mm

       1380 mm

System:
Sistema:

Single

Continuous line

Versions:
Versioni:

Opal Prismatic Louver
(UGR <19)

Opal
U-Shape

Ribbed

Integration with:
Integrazione con:

Yori projector

Technical features:
Caratteristiche 
tecniche:

W:13 - 26 - 38; K: 2700, 3000, 4000; Lumen: 1430 - 5785; CRI: >80, >90; SDCM <3.
Single: IP40 (track version: IP20)
Control: On/Off , Dali (track version: On/Off )
Continuous line: IP20
Control: On/Off , Dali* (Available from November 2017 / Disponibilità da Novembre 2017)

—

YORI LINEAR Product postcard
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Worldwide contacts

HEADQUARTERS
ITALY
Reggiani Spa Illuminazione
Viale Monza 16 P.O. Box 99
20845 Sovico (MB), Italy
T. (+39) 039 20711
F. (+39) 039 2071999
contact@reggiani.net

UNITED KINGDOM
Reggiani Ltd
12 Chester Road
Borehamwood 
Herts, WD6 1LT - UK
T. (+44) 0208 236 3000
F. (+44) 0208 236 3099
reggiani@reggiani.co.uk

USA
Reggiani Lighting USA, inc.
372 Starke Road
Carlstadt NJ 07072, USA
T. (+1) 201 372 1717
F. (+1) 201 372 1616
info@reggianiusa.com
www.reggianiusa.com

CHINA
Reggiani Ningbo ITG Lighting co. Ltd
Shenjia Village - Qiuai Town - Yinzhou
315010 Ningbo, China
T. (+86) 574 88418655 - 88412627
F. (+86) 574 88364186
info@itglight.com

FRANCE
Showroom
Showroom Bureau Projets
35 Bd. Richard Lenoir, Bastille
75011 Paris, France
T. (+33) 01 43382704
F. (+33) 01 43382720
france@reggiani.net

RUSSIA
Showroom
Kalanchevskaya Street, 16,
Building 1, Room 4A, 129090 Moscow
T. (+7) 495 2690113 - 846 3320266
F. (+7) 495 2690112
russia@reggiani.net

Worldwide distributors
For the worldwide distributors list visit 
www.reggiani.net


