
www.reggiani.net

Installation Guide
 

TRACELINE
PENDANT
/ DEEP PENDANT

0.26823.0000 0.26877.0P0.26831.0P0.26824.0000 0.26882.0012 0.26825.0P0.26821.0P0.26881.00

0.26832.0P

Cod. 1.95725.00C1  09.2023

DE - Für Kunden und Partner, die aus Deutschland bestellen, 
werden die Produkte des Traceline Systems nur unter dem 
Produktnamen "Spoor" angeboten und geliefert.

EN - For customers and partners ordering from Germany 
Traceline System products are only offered and delivered 
under the product name "Spoor".

STANDALONE

INSTALL THE ELECTRICAL CONNECTION
See Accessory instructions

INSTALL THE SUSPENSIONS
See Accessory instructions

CONTINUOUS
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INSTALL THE ELECTRICAL CONNECTION
See Accessory instructions

INSTALL THE SUSPENSIONS
See Accessory instructions
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Bluetooth Remote System (Casambi)
for Traceline Stand Alone
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ELECTRICAL CAPACITY TRACELINE SURFACE-PENDANT ELECTRICAL CAPACITY TRACELINE TRACK 48V SURFACE-PENDANT*

MOUNTING PROJECTOR

ELECTRICAL CONNECTION

PROJECTOR DISASSEMBLY

03 - CONNECTION02 - ELECTRICAL CONNECTION

Traceline + Traceline

Traceline + Traceline 48V

1.51977.0000

01 - ASSEMBLY CENTER PLATES

0.26813 / 0.26814

04 - CAP

TRACELINE TRACK 48V

CONTINUOUS

Lengths Max Spotlights Power*

505 mm 80 W

1010 mm 80 W

2020 mm 100 W

3030 mm 100 W


