
#
th

ei
llu

m
in

at
io

nc
ol

le
ct

iv
e

w
w

w
.r

eg
gi

an
i.n

et
Fl

ur
e 

Ev
o

1016



Fl
ur

e 
Ev

o
#

th
ei

llu
m

in
at

io
nc

ol
le

ct
iv

e
w

w
w

.r
eg

gi
an

i.n
et

1017

Flure Evo
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Progetto



#
th

ei
llu

m
in

at
io

nc
ol

le
ct

iv
e

w
w

w
.r

eg
gi

an
i.n

et
Fl

ur
e 

Ev
o

1020

Flure Evo

EN  Exterior surface-mounted and recessed, walk-over 
luminaires, in 2 lengths. 
The body is made of aluminium, the flange and mechanical 
detailing are made of stainless steel.  Combined with its 
high protection rating and sturdiness, this means that Flure 
Evo is suited to a wide range of challenging environments.

IT Apparecchi da superficie e da incasso calpestabili, 
per esterni in 2 diverse lunghezze. Il corpo in alluminio 
con flangia e particolari in acciaio inox, l’elevato indice di 
protezione e la grande robustezza consentono l’impiego di 
Flure Evo nelle situazioni ambientali più severe.

Overview

Application: Recessed, Wall
Light source: POWER LED
Watt: 12,5 W - 25 W
Kelvin: 3000 K, 4000 K
Lumen: 1687 lm - 3675 lm
CRI: >80
SDCM: <3
IP: 66 / 67
IK 09
Control options: On/Off, DALI
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System/
Sistema

Versions/
Versioni

Flure Evo
Recessed

Flure Evo
Wall

Finishes/
Finiture

Flure Evo
Recessed

00
Stainless steel/
Acciaio inox

Flure Evo
Wall

28
Metallised grey/
Grigio metallizzato

31
Embossed matt black (on request)/
Nero opaco goffrato (su richiesta)

Beams/
Fasci

Narrow/
Stretto

Medium/
Medio

Adjustability/
Orientabilità

Flure Evo
Wall

0°

21°

21°

Horizontal axis/ 
Asse orizzontale
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Sizes and tech. 
specifications/
Misure e info tecniche

500 1000

Flure Evo
Ground-Recessed
P.1027
 

579x85
p.1028

1080X80
p.1028

Max recess depth/
Ingombro interno massimo

579x85 1074x85

 

65
,5

 

65
,5

Flure Evo
Wall
P.1031
 

505x57x54h
p.1032

1000x57x54h
p.1032

Beam width/
Apertura cono di luce

18°, 36° 18°, 36°

Light source/
Sorgente luminosa 

POWER LED
12,5 W
1687 lm - 1785 lm 
L70 B50=50,000h
3000 K, 4000 K
SDCM <3
CRI >80

POWER LED
25 W
3465 lm - 3675 lm 
L70 B50=50,000h
3000 K, 4000 K
SDCM <3
CRI >80
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Optics

LED

MID POWER LED

MID POWER LED 
1,5~2,5mm

Lens Optical solution

7000

6000

5000

4000

3000

2000

1000

0
0 10 2 0 30 40 50 60 70

LED Power (W)

LE
D

 L
um

in
ou

s 
Fl

ux
 (l

m
)

3000 K, 4000 K
SDCM <3
CRI>80

L70 B50=50,000h

EN I MID POWER LED are distinguished by excellent luminous 
intensity in the smaller sizes now available on the market. This 
feature means these light sources can be integrated into very 
compact luminaires with unique performance and high values 
of lumen delivered. MID POWER LEDs are characterized by high 
lumen maintenance due to improved efficacy at high operating 
temperatures and better optical stability over time.

IT I MID POWER LED sono caratterizzati da un’eccellente intensità 
luminosa nelle dimensioni più ridotte ora disponibili sul mercato, 
e questa caratteristica consente l’integrazione di queste sorgenti 
in prodotti dalle dimensioni molto contenute con performance 
uniche ed elevati valori di lumen delivered. Queste sorgenti sono 
caratterizzate da un mantenimento costante nel tempo del livello 
di lumen grazie ad una migliore efficienza ad alte temperature e ad 
una migliore stabilità ottica.

Narrow/
Stretto
D 18°

Medium/
Medio
E 36°
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–
Flure Evo
Recessed
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500  Risk 1  2.50 Kg
 5.000 kg  IP67  IK09    850°   

579

585

85

65
,5

3

80

579x85

Code example:
0 . ML93 D . WW 00

Finishes: p.1022
Photometric data: 
www.reggiani.net

12,5 W POWER LED Lumen delivered up to 1300 lm / Lumen maintenance: L70 B50=50,000h 

Electronic transformer Version Optics LED K CRI lm SDCM Finishes

0 On-Off ML93 D 18° Narrow WW 3000 >80 1687 <3 00
D DALI E 36° Medium NN 4000 >80 1785 <3

LED nominal lumen

1000  Risk 1  5.00 Kg
 5.000 kg  IP67  IK09    850°   

1074

1080

85

65
,5

3

80

1074x85

Code example:
0 . NL96 D . WW 00

Finishes: p. 1022
Photometric data: 
www.reggiani.net

25 W POWER LED Lumen delivered up to 2500 lm / Lumen maintenance: L70 B50=50,000h 

Electronic transformer Version Optics LED K CRI lm SDCM Finishes

0 On-Off NL96 D 18° Narrow WW 3000 >80 3465 <3 00
D DALI E 36° Medium NN 4000 >80 3675 <3

LED nominal lumen
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–
Flure Evo 
Wall
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–
Flure Evo
Wall

EN  Wall-mounted Flure Evo comes in two sizes - 505 and 
1000 mm - and a joint for 21° adjustment on the horizontal 
axis

IT La versione a parete di Flure Evo è disponibile nelle 
due misure 505 e 1000 mm e dispone di uno snodo che 
permette un'orientabilità sull'asse orizzontale di 21°. 

EN Adjustable bracket
IT Snodo orientabile 
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500  Risk 1  2.50 Kg
 IP66  IK09    850°   

95

54

505

57

±21°

Code example:
0 . PL93 D . WW 28

Finishes: p.1022
Photometric data: 
www.reggiani.net

Notes:
*On request/*su richiesta

12,5 W POWER LED Lumen delivered up to 1300 lm / Lumen maintenance: L70 B50=50,000h 

Electronic transformer Version Optics LED K CRI lm SDCM Finishes

0 On-Off PL93 D 18° Narrow WW 3000 >80 1687 <3 28
D DALI E 36° Medium NN 4000 >80 1785 <3 31*

LED nominal lumen

1000  Risk 1  5.00 Kg
 IP66  IK09    850°   

95

54

1000

57

±21°

Code example:
0 . RL96 D . WW 28

Finishes: p.1022
Photometric data: 
www.reggiani.net
 
Notes:
*On request/*su richiesta

25 W POWER LED Lumen delivered up to 2500 lm / Lumen maintenance: L70 B50=50,000h 

Electronic transformer Version Optics LED K CRI lm SDCM Finishes

0 On-Off RL96 D 18° Narrow WW 3000 >80 3465 <3 28
D DALI E 36° Medium NN 4000 >80 3675 <3 31*

LED nominal lumen
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